
SPECIFICATIONS

Connector M12 A-coded 17-pin, male

Cable 12 × 24 AWG, drag-chain

Ends Ferrules + number sleeves

Rating 30 V, 1.5 A (40 °C)

Protection IP67, -25 to +85 °C

Lengths 3 / 5 / 10 m

NOTES

All dimensions in mm. L = cable length.

Part nos: CB-PWR300 / 500 / 1000-

M12A17M-FL17C-1 (3 / 5 / 10 m).

Both Vin+ and both GND pins must be wired.

OV20i / OV10i Power/I-O Cable, M12 17-pin to Flying Leads
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PINOUT (OV20i / OV10i, M12 17-pin)

PIN WIRE SIGNAL

1 - n/c

2 - n/c

3 - n/c

4 - n/c

5 Pink GND

6 Yellow GND

7 Black DIO GND

8 Grey DI0

9 Red DI1

PIN WIRE SIGNAL

10 Violet DO0

11 Orange DO1

12 Yellow/green not used

13 Blue Vin+ (24 V DC)

14 White Vin+ (24 V DC)

15 Brown Reset

16 Green Trigger

17 - n/c

Male plug

Pin layout (rear view)

Male plug

2 Each core: Ø1.5×6 mm heat-shrink after soldering
4 Printed number sleeve

5 Insulated ferrule, white, 0.3-8


